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To Let

Workshop Premises
Unit 4 Evans Yard
Templetown

Commercial Road

South Shields

NE33 5SH
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51 Frederick Street
Sunderland SR1 1NF

Sunderland: 0191 5658844

www.lofthouseandpartners.co.uk

» Garage/Workshop premises

* With separate Showroom/Office/Store
* Totalling 5,502 ft2 (511 m2)

e Refurbished and roofed 2025

e Maximum eaves height 4.29 m

e Suit variety of commercial uses

Also at Portland House
Belmont Business Park
Durham DH1 1TW

Regulated by RICS

Regional coverage from offices in Durham and Sunderland

etail | Offices | Industrial | Investment | Development | Leisure




Location

Templetown lies to the south west of South
Shields town centre just off Commercial Road.
This area is predominately in commercial and
industrial use and is on the southern bank of
the river Tyne.

Description
The property comprises single storey industrial
unit which was re roofed in 2025.

The unitis accessed via an electric roller shutter
door 4.5 m width x 3.89 m height.

The minimum eaves height is 3.56m 11/8
increasing to a maximum of 4.29m

Shared parking is provided to the front.

Accommodation
The property briefly comprises as follows:-

Workshop 4630 | 430.13

Store/Office/WC 872 |81.01

TOTAL 5502 | 511.14
Tenure

A new Lease is available at a commencing
annual rental of £23,500 for a term of years to
be agreed (minimum 3 years) on a tenant FRI
basis subject to 3 yearly Rent Reviews.

VAT
Figures quoted exclude VAT where chargeable.

Costs
Each party will be responsible for their own
Legal Fees incurred in the transaction.
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Viewing
Contact — Mario Jaconelli or Alexa Reavley

e mario@lofthouseandpartners.co.uk
e alexa@lofthouseandpartners.co.uk
e 01915658844

Rateable Value (RV)

The Valuation Office has confirmed the current
Rateable Value is £13,250. The Uniform
Business Rate for the Rates Year 2025/2026 is
49.9p. If necessary, a written request should be
made to the Local Authority for confirmation.

Money Laundering Regulations

In accordance with Anti —Money Laundering
Regulations, the Purchaser/Tenant will be
required to provide 2 forms of identification
together with confirmation of the source of
funding.

Disclaimer

None of the equipment or systems within the
premises have been tested by the Agent and it
is the responsibility of the Purchaser/Lessee to
ensure that they are in working order.

Ref
C4318

EPC
To be provided.

Lofthouse and Partners Limited trading as Lofthouse and Partners Registered in England 4328964 ® Registered office 51 Frederick Street, Sunderland, SR1 1NF
LOFTHOUSE AND PARTNERS LIMITED (and their joint agents) for themselves and for the Vendor/Lessor of this property for whom they act give Notice that:

1. The information contained in these particulars is intended as a general outline only for the guidance of intending purchasers or tenants and neither Lofthouse and Partners Limited (nor their joint
agents) nor the Vendor/Lessor on whose behalf these particulars are provided accept any responsibility for any inaccuracies the particulars may contain and prospective purchasers or tenants
must not rely on them as statements of fact or representations and must satisfy themselves by inspection or otherwise as to their accuracy. All floor areas and measurements are approximate.

2. These particulars do not form any part of any offer or contract. They contain in some instances statements of opinion or we have relied on information provided by others. The information should
be verified by you on inspection or by your solicitor.

3. Neither Lofthouse and Partners Limited (nor their joint agents) nor any of their employees has any authority, either orally or in writing to make or give or imply any representations or warranty in
relation to the property.

4. Unless otherwise stated, all prices and rents are quoted exclusive of VAT.
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around column.
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Existing slate roof covering to TIPTOP
Tyres to be removed and replaced with
Cladco Profile polyester paint coated
sheets as new roof.

Refer to Structural Engineers
calevlations and detalls.
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Nen section of roof to have deepflonw
gutter fitted with rwp taken through
bricknork and supported from new roof
structure and connected into existing
ralnnater donnplpe and drain.

Refer to Sections for repairs to top
of existing external walls and brick
plers.
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Build vp 2No. leaves of |OOmm Tarmac
Toplite Standard blocknork on top of
existing block party wall. Provide wall
tles at 450mm vertical centres and
T50mm horiziontal centres.

Nen blockwork to be taken vp to
underslde of new roof covering and
fire stopped with min. 50mm Rocknool
quilt.
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Floor .
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Refer to Sectlons for repairs to top
of existing external walls and brick
plers.

1200x30x5mm Galv. ms. straps to wallplate
at 1.8m max ctrs. drilled plugged and
screned to existing brickwork.

Nenw section of roof to have galvanised
gutter fitted with IOOmm rnp taken through
brickwork and suvpported from new roof
structure and connected into existing
rainnater downplpe and drain.
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BEFORE PROCEEDING.
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NEW ROOF COVERING TO TIPTOP
* TYRES ( BOTH PITCHES).
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T—New section of roof to have galvanised
gutter fitted with |OOmm rip taken through
brickwork and supported from new roof
structure and connected Into existing
rainnater downpipe and drain.

LNew section of roof to have galvanised

gutter fitted with |IOOmm rinp taken through

bricknork and supported from new roof
structure and comnected into existing
rainnater donnplpe and drain.

— Refer to Section C-C for extent of
brickwork repalirs to gables.
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GENERAL.

ALL POWER AND LIGHTING TO BE AGREED
WITH CLIENT.

LIGHTING TO PROVIDE LIGHTING LEVEL OF
300 LUX MIN.

EMERGENCY ESCAFPE LIGHTING TO BS
5266-1:20Il.

FIRE AND SMOKE DETECTION TO BE IN
ACCORDANCE WITH BS 5839-1 OR CURRENT
LATEST VERSION.

ESCAPE AND FIRE EXIT SIGNAGE TO
COMPLY WITH BS 5499: 2006 OR CURRENT
LATEST VERSION.
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PROPOSED SOUTH ELEVATION.

Nen 100Omm deepflon
guttering and

No.4 lead flashing to
nen brickwork and
existing roof covering.

SOUTH SHIELDS BUSINESS WORKS

HENRY ROBSON WAY, SOUTH SHIELDS

TYNE & WEAR. NE 33 IRF

Tel. No. 07749 043560  EMAIL : info@artisanarchitecture.couk

RECONSTRUCTION OF FIRE DAMAGE TO
INDUSTRIAL UNIT. EVANS YARD.
COMMERCIAL ROAD. SOUTH SHIELDS.
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